
Parameters Tolerance

MD CD MD CD MD CD MD CD MD CD MD CD

Tear factor ±5 60.0 70.0 60.0 70.0 60.0 70.0 60.0 70.0 60.0 70.0 60.0 70.0

Tensile Strength (Kn/M) ±5 2.9 1.1 3.0 1.4 3.4 1.6 3.6 1.9 3.9 2.0 4.2 2.1

Breaking Length ±5 4.7 2.3 4.5 2.3 4.4 2.2 4.6 2.1 4.5 2.3 4.6 2.3

Cobb  (gm/m²) ±5

Thickness (mm) ±0.05

Bulk (cc/gm) ±0.5

Moisture (%) ±0.5

pH -

Tear factor ±5 65.0 75.0 65.0 75.0 65.0 75.0 65.0 75.0 65.0 75.0 65.0 75.0

Tensile Strength (Kn/M) ±5 3.0 1.1 3.2 1.3 3.6 1.7 3.7 2.0 4.0 2.1 4.3 2.1

Breaking Length ±5 5.6 2.2 4.8 1.9 5.6 2.1 5.1 2.2 5.4 2.1 4.8 2.5

Cobb  (gm/m²) ±5

Thickness (mm) ±0.05

Bulk (cc/gm) ±0.5

Moisture (%) ±0.5

pH -

Tear factor ±5 70.0 80.0 70.0 80.0 70.0 80.0 70.0 80.0 70.0 80.0 70.0 80.0

Tensile Strength (Kn/M) ±5 2.9 1.2 3.0 1.4 4.0 2.0 4.6 2.3 4.1 2.2 4.6 2.4

Breaking Length ±5 5.8 2.4 4.7 2.2 5.7 2.2 5.8 2.2 5.5 2.3 4.8 2.6

Cobb  (gm/m²) ±5

Thickness (mm) ±0.05

Bulk (cc/gm) ±0.5

Moisture (%) ±0.5

pH -

Tear factor ±5 85.0 100.0 85.0 100.0 85.0 100.0 85.0 100.0 85.0 100.0 85.0 100.0

Tensile Strength (Kn/M) ±5 3.1 1.2 4.1 1.5 5.1 2.1 5.6 2.3 5.5 2.3 5.8 2.6

Breaking Length ±5 5.9 2.1 5.2 2.3 5.7 2.4 5.9 2.4 5.6 2.4 5.9 2.6

Cobb  (gm/m²) ±5

Thickness (mm) ±0.05

Bulk (cc/gm) ±0.5

Moisture (%) ±0.5

pH -

Tear factor ±5 95.0 110.0 95.0 110.0 95.0 110.0 95.0 110.0 95.0 110.0 95.0 110.0

Tensile Strength (Kn/M) ±5 3.3 1.5 4.3 1.6 5.2 2.3 5.6 2.3 5.6 2.4 5.7 2.5

Breaking Length ±5 5.9 2.2 5.4 2.4 5.8 2.3 5.9 2.6 5.8 2.5 5.9 2.5

Cobb  (gm/m²) ±5

Thickness (mm) ±0.05

Bulk (cc/gm) ±0.5

Moisture (%) ±0.5

pH -

Tappi Standard

50 ± 2% Relative Humidity, 26°C ± 2°C Temperature.

Natural, Golden, Red, Saffron

3450 MM

900 MM TO 1220 MM

SOS Bags, Carry Bags, Wrapping
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MF Recycled Brown Kraft Paper

SERAPHIM PAPERS LLP

Technical Specifications

Test Method

Test Condition

Shade

Machine Deckel

Reel Dia

Applications

20 BF

22 BF

24 BF

28 BF

30 BF

100

35 35 35 35 35 35

Values

GSM (gm/m²) ±5%


